
 

Injection molding machine 
max. clamping force 

[kN] 

max. shot weight 
(Polystyrene) 

[g] 

distance between 
tie bars 
[mm] 

mold space 
min. / max. 

 [mm] 

MW injection 50 50 ca. 2 - - 

Demag ergotech 25-80 sytem 250 ca. 37 280 x 280 160 / 475 

Engel ES 80/25 HL- victory 250 ca. 37 tie-bar-less 150 / 480 

Arburg 270 C 300-100 300 ca. 49 280 x 280 200 / 550 

Demag ergotech 35-80 viva 350 ca. 24 280 x 280 180 / 530 

Demag Systec 35/320-120 350 ca. 37 320 x 320 180 / 530 

Arburg 270 U 350-100 350 ca. 45 270 x 270 200 / 500 

Arburg Allround  270C 400-70 400 ca. 34 270 x 270 200 / 550 

Arburg 270 C 400-100   400 ca. 45 270 x 270 200 / 550 

Engel victory 200/50 spex 500 ca. 70 tie-bar-less 200 / 400 

Engel victory 200/50 tech 500 ca. 88 tie-bar-less 200 / 400 

Demag extra 50/ 200  500 ca. 95 355 x 355 210 / 610 

Demag extra 50/ 200  500 ca .95 355 x 355 210 / 610 

Arburg 370S 700-290 700 ca. 97 370 x 370 200 / 600 

Demag Extra 80-310 800 ca. 152 400 x 400 250 / 700 

Arburg 420 C 1000-290  1.000 ca. 132 420 x 420 250 / 750 

Demag Systec 100 /420-430 1.000 ca. 205 420 x 420 250 / 750 

Engel ES 500H200V 110HL-2F 1.100 H. ca. 220, V. ca. 87 tie-bar-less 250 / 750 

Engel 500/110 FOCUS 1.100 ca. 264 tie-bar-less 300 / 800 

Demag Ergotech 200 - 840 compact 2.000 ca. 400 560 x 560 310 / 660 

Demag Ergotech 350/710-2300 concept 3.500 ca. 1.090 710 x 630 330 / 710 
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